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FEATURES

*Engines Warranted Separately by Manufacturer

n Best Quality of Core™ : Six rows of tines and a 
    10.5% wider aeration width pull more cores per 
     square foot than the competition
n Steerable tine bank enhances maneuverability and

eases end of row turning
n Dual front drums provide exceptional maneuver-
      ability and eases end of row turning

n Fold-down handle, removable weights and side
lift/tie-down brackets ease transport

n Spring lift assist greatly reduces the effort
required to raise the tines

n Tine engagement lock prevents accidental tine drop
      during transport
n Machine width handles improve operator leverage
      during turns and direction changes
n Honda® GX120 engine achieves the fastest speed

in its class

n Easy-access to drive sprocket and bail for
     improved maintenance
n Warranty* 2-year Commercial/Rental
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CLASSEN REKNOWNED QUALITY,
INDUSTRY LEADING PRODUCTIVITY.

TA22H 

Engine HondaHonda®® GX120GX120

Transmission Belt Drive

Fuel Capacity, g (l) 0.5 (2)

Max Speed Fwd / Rev, mph (km/h) 4.2 (6.8) / N/A

Aerating Width, in (cm) 21 (53.3)

Max Aerating Depth, in (cm) 3 (7.6)

Number of Tines 36

Core diameter, in (cm) 0.75 (1.9)

Hole Pattern, in (cm) 3.4 x 7 (8.6 x 17.8)

Holes, ft2 (m2) 6.5 (0.6)

Max Productivity Per Hour 32,300 ft2 (3,000 m2)

Removable Weight BarsRemovable Weight Bars, lbs (kg) Two 21.5 (9.8)21.5 (9.8)

Front Drum Diameter, in (cm)                                           9.5 (24.1) HDPE

Rear Wheels, in (cm) 8 (20.3) Solid Rubber

Dimensions L x W x H, in (cm) 46 x 30 x 48 (117 x 76 x 122)

Dimensions Folded L x W x H, in (cm) 37 x 30 x 25 (95 x 76 x 64) 

Dry Weight, lbs (kg) 214 (97)270 (122)
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